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Task

➢ 3D Human Pose Estimation (HPE): Estimate the 3D positions of human joints from individual images.

➢ Application: AR/VR and human-computer interaction.

➢ Background: Existing 3D HPE methods typically use cropped images alone as input. However, we found that without

camera intrinsics information, the relative depths of joints cannot be accurately estimated.

      

       

               

 
 
 

 
 
 

      

       

    

 
 
 

           

 
 
 

           

        

                

          

                 

                    

      

       

               

 
 
 

 
 
 

      

       

    

 
 
 

           

 
 
 

           

        

                

          

                 

                    

           

          

           



Importance of Camera Intrinsics in 3D HPE 

➢ Case 1: When only input the cropped image, j     ’ 

relative depths cannot be accurately estimated.

 
 

 

 
 

 

    

      

    

➢ Case 2: Use the full image but without FOV info →
still inaccurate estimation of joints’ relative depths.

Cropping an image is equivalent to capturing a photo using

another camera with the same camera extrinsic but with different

camera intrinsics and resolution.

original camera intrinsics
cropping affine

➢ Cropped intrinsics 𝐾crop encapsulate both cropping and

FOV information.



Method

➢ We design Perspective Encoding (PE) to encode cropped
intrinsics as a 2D PE map, which is then jointly fed into the
CNN with the cropped image.

➢ As the human subject can appear anywhere within the
original image, the principal point of the cropped images may
differ significantly, which complicates model fitting. And the
further the human deviates from the image center, the greater
the perspective distortions. To address these issues, we
propose Perspective Rotation (PR) to center the human.

      

       

               

 
 
 

 
 
 

      

       

    

 
 
 

           

 
 
 

           

        

                

          

                 

                    

PR

, 𝐼crop is the cropped image, 𝑃𝑋𝑌𝑍 is the 3D pose



Method

➢ Perspective Encoding (PE): We project virtual sensors
onto a fixed reference plane at z = 1. For each sensor, the
corresponding projected area geometrically represents its
unique view frustum. So, we employ this projected area as
the encoded representation of the cropped intrinsics.

➢ Perspective Rotation (PR): The sensor in (a)
captures an image I. An upscaled image U is added on
the plane at z = 1. A 3D skeleton PXYZ is also added to
the scene. PXYZ and U are rotated around the optical
center O from (a) to (b), so that the optical axis points
to the human. Then, the upscaled image U′ in (b) is
reprojected onto the sensor to obtain the centered
image I′.

      

 

 

 

 

 

 

 

 

 



Method

➢ Overview of the PersPose 

1) PR centers the human subject. 
2) PE encodes the cropped intrinsics into a 2D map Mxy.
3) PE map and cropped image go through the network to predicts the 2D joint coordinates, 

the relative depths of joints 𝑃𝑈𝑉𝐷, and a scale factor Ƹ𝑠. Then, for a joint index by i, the 3D 
Pose P’XYZ,i is calculated as:



Experimental Results 

➢ PersPose achieves SOTA performance on several datasets.

3DPW Sample

Human3.6M Sample

MPI-INF-3DHP Sample



Experimental Results 

➢ Ablations show larger gains as perspective complexity increases.

MPI-INF-3DHP spans a wider PR rotation angle range than 3DPW, indicating greater scene–crop perspective 
change; in such cases, PE/PR help more.



Experimental Results 

➢ Visualization.
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